@ Series III Low Profile Stack Fold Tool Bar- Specifications
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Twelve Row Planter Bars

802-662 30" - 29' 7x7x3/8" 7xTx1/4" 173" 87" 180" 90" 8" 22" 4530 Lbs.
802-663 32" - 31 7xT7x3/8" 7xT7x1/4" 185" 93" 192" 91" 8" 22" 4650 Lbs.
802-664 36" - 341" 7x7x3/8" 7x7x1/4" 209" 106" 217" 86" 8" 22" 4805 Lbs.
802-665 38" - 36'1" 7x7x3/8" 7xTx1/4" 221" 111" 227" 88" 8" 22" 4950 Lbs.
802-666 40" - 38'2" TxT7x3/8" 7x7x1/4" 223" 117" 241" 89" 8" 22" 5080 Lbs.

Twelve Row Bedder Bars

802-672 30" - 30" 8" TxT7x1/2" 7x7x3/8" 193" 87" 180" 87" 15" 29" 4840 Lbs.
802-673 34" 32" 34' 10" Tx7x1/2" 7x7x3/8" 217" 102" 216" 89" 15" 29" 4960 Lbs.
802-674 36" 34" 372" 7x7x1/2" 7x7x3/8" 229" 108" 223" 90" 15" 29" 5140 Lbs.
802-675 38" 36" 38' 10" Tx7x1/2" 7x7x3/8" 245" 111" 227" 92" 15" 29" 5290 Lbs.
802-676 40" 38" 40" 10" Tx7x1/2" 7x7x3/8" 258" 116" 234" 96" 15" 29" 5440 Lbs.

Sixteen Row Planter Bars
802-687 38" . 48'10"  7x7x3/8" 7x7x1/4" 290" 149" 302" 108" 8" 22" 5820 Lbs.
802-688 40" . 51'8" 7x7x3/8" TxTx1/4" 304" 158" 322" 110" 8" 22" 5940 Lbs.

Sixteen Row Bedder Bars
802-697 38" - 51'6" 7xTx1/2" 7x7x3/8" 318" 150" 306" 119" 15" 29" 6175 Lbs.
802-698 40" - 542" 7x7x1/2" 7x7x3/8" 334" 158" 316" 122" 15" 29" 6250 Lbs.

Twenty Four Row Planter Bar
802-699 30" - 58'11"  7x7x3/8" IXTx1/4" 353" 178" 360" 129" 8" 22"  6375Lbs.

Notes: Dimensions are rounded to the nearest inch. Stack fold tool bars for any tillage application should be equipped with cable pull ears in
order to support end of wing to the front of the tractor with a cable or suitable connection. Tool bars listed are designed for tractors up to 250 HP.
Four wheel drive (articulating) tractors are not suitable for row crop tool bar applications. Standard tool bars are engineered for row space listed
and component type listed. Row space must be provided when ordering a specific frame. Bedders are designed to accommodate Bigham
Brothers High Clearance Lister Beam (See page B-21). Planter tool bars are designed for JD XP Planter units. Please provide specifications for
equipment supplied by other manufacturers. Lift assist wheels will be required for most applications.

All folding tool bars listed on this page include hitch, cylinders, hoses and all hardware to complete each assembly. Tool Bars over 42’ in length
are equipped with welded hitches for Cat. III wide quick hitches. Optional proportional divider valve will raise and lower wings at a similar rate
to within a tolerance of 10%.

Stack Fold Tool Bars are designed for tractors up to 250 HP.
Specifications are for standard Stack Fold tool bars.
Bigham Brothers can custom build any tool bar to your specifications.
Please call for details or a quote.




